Warmehalle Sid - Bar & Stage
Eichendorffstralle 7 I 04277 Leipzig-Connewitz
0151 - 52701495 I leipzig@pferdestall.de

Capacity: around 75 (regular) / 100 (concerts)
Stage size: 10m?2
curfew for live shows with amplification: 10.30pm

maximum sound level 85db (A
NO HEAVY BASE DRUM & HEAVY BASE AMPLIFICATION
Audio Equipment

Soundcraft MFXi 12 (12 mic inputs,2 stereo line inputs, Lexicon FX)
Phonic MM122 12-Channel-Mixing Console
Ecler Nuo 2.0 audio controller (DJ)

2x Electro-Voice ZLX-12P (Fullrange)
Xen TM12 New Amp Active Box (Monitor 1)
Laney CXP-112 (Monitor 2)

3x Shure SM58/Beta58 + stands
2x Shure SM57/Beta 57A+ stands
1x Shure PG58

dbx DriveRack PX Speaker Optimization
FMR Audio RNC 1773 Compressor
Alesis FX: Hall, Chorus, Delay, Flanger
4x Palmer Pan DI (passiv, 1x Stereo)

2X Technics SL 1210 MK2 Turntable
2x Concorde PRO Tonabnehmer

2x Pioneer Tapedeck

2x Denon CD-Player

Video Equipment

BenQ MP622 DLP Projector
Screen 3m x 2,20m

Lightning
3x American D] Mega TriPAR Profile

eurolite PAR-56 spot
some do-it-yourself-lightning constructions in different shapes and colours



